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WHAT’S IN THE BOX? (1/2)

TETRA S

SCREWS

7 &

4X #6-32x0.4375in COUNTERSNK  6X #6-32x0.3125in COUNTERSNK 4X #6-32x1.15in BUTTON HEAD 4X #6-32x0.25in BUTTON HEAD
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1XM3x10 COUNTERSNK 2X M3x4 LARGE HEAD 6X M3x5 1XTORX KEY (SIZE: T10)
MISC
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1XRISER 4.0 OR 5.0 1X PSU BRACKET 1X POWER CABLE 4X RUBBER PADS
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4X MOTHERBOARD STANDOFFS 1X GPU LOCK 1X POWER BUTTON PCB 1X POWER BUTTON CABLE
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WHAT’S IN THE BOX? (2/2)

LIGHTHUB

(Addon)
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1X LIGHTRAYS

El; @ @’

1X USB-C MODULE 1X PC CABLE 2X M3x5 2X #6-32x0.25in BUTTON HEAD
STANDS (Addon)
Q) © O
4X STANDS 8X M3x4 LARGE HEAD 8X METAL WASHERS 1X FOAM TAPE
CHROME FRONT (Addon)
S m | m -

1X CENTER COLUMN

WALNUT FRONT (Addon)
1X CENTER COLUMN
2X LOCK COLUMN
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OPENING AND CLOSING THE CASE

TOOLS

INSTRUCTIONS
1. Place the case on it’s back so it stands vertically.

2. Unlock the case by pushing the lock column up.

3. Gently pull the shell up and off the core.
4. Repeat steps 1-3 in reverse to close the case again.

A. When closing the case, insert the core through the back of the shell.
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SCREWS

TIP: Put a soft cloth underneath to avoid scratches.
NOTE: The lock mechanism can be pretty stiff the first time you open
the case, this can be adjusted by loosening or tightening

the (2) lock column screws (see page 5).

NOTE: BE VERY CAREFUL WHEN CLOSING THE CASE. DON’T USE
FORCE!
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CASE FEET

TOOLS Q 4x RUBBER PADS SCREWS

INSTRUCTIONS

e Gently adhere the (4) rubber pads to the shell. TIP:  You can choose any side and the side you choose will become

the bottom of the case.

ORIENTATION 1 ORIENTATION 2
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ADJUSTING THE LOCK

TOOLS e Torx key (size: T10) SCREWS

INSTRUCTIONS

¢ Lock stiffness can be adjusted by tightening or loosening the (3) lock column screws.

1. Remove the (2) lock column screws and install your desired lock column (e.g. walnut), NOTE: Please don’t lose the (4) nylon washers, as
then tighten those (2) screws again. they help the lock system function smoothly.
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LI G HTRAYS (Lighthub Addon)

TOOLS e Torx key (size: T10) @’ 2x M3x5 SCREWS
INSTRUCTIONS

1. Attach the lightrays to the front panel with (2) M3x5 screws. NOTE: The lightrays ports should be pointing inwards.

2. Connect the lightrays to the Motherboard with the PC cable. NOTE: Connect the IN-port on the lightray to a 5V dRGB header.

e 5V DIGITAL RGB HEADERS ONLY - AVOID 12V HEADERS AT ALL COSTS.
¢ CORRECTLY CONNECT POWER, DATA AND GROUND.
e Lightrays are controlled through motherboard software. TIP:  Software examples: SignalRGB or OpenRGB.
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FRONT IO (Lighthub Addon)

TOOLS o Torxkey (size: T10) @ 2x #6-32x0.25in BUTTON HEAD SCREWS

INSTRUCTIONS

1. Insert the USB-C module into the front panel so it rests on top of the
standoffs.

2. Secure the USB-C module with (2) button head screws.

3. Connect the USB-C module to your motherboard.
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GRAPHICS CARD

SCREWS

2x M3x4 LARGE HEAD

4x M3x5
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(2) M3x4 large head screws.
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risk it can

ommend masking the most exposed areas

TIP: If the GPU is close to the shell there is a
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MOTHERBOARD

TOOLS o Torx key (size: T10) 4x #6-32x0.3125in COUNTERSNK SCREWS
@ @ 4x #6-32x0.25in BUTTON HEAD

@' 2x M3x5

INSTRUCTIONS

1. Install the (4) motherboard standoffs and secure them with (4) #6-32x0.3125
countersunk screws

2. Align the motherboard with the 1/O cutout and secure it with (4) button head NOTE: Compatible with mini-ITX motherboards only.
screws.

3. Attach the power button PCB to the inside of the front panel using (2) M3x5 NOTE: Connect the power button PCB to the motherboard with the
SCrews. included power button cable.

4. Connect the riser cable to the motherboard.

THOR ZONE

TETRA S




POWER SUPPLY

TOOLS o Torx key (size: T10 2x  #6-32x0.3125in COUNTERSNK SCREWS
y ( ) @’ @\’

4x #6-32x0.4375in COUNTERSUNK

INSTRUCTIONS

1. Secure the PSU bracket to the core with (2) #6-32x0.3125in countersunk screws.

2. Secure the PSU to the PSU bracket with (4) #6-32x0.4375in countersunk screws. NOTE: Compatible with SFX, SFX-L and *some*ATX PSUs. Max
ATX PSU size is 86x140x150mm.

3. Snap-in the power cable into the back panel.
4. Plug in the power cable into the PSU power socket.
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CASE FAN

TOOLS e N i f SCREWS
e Torx key (size: T10) Q\\’ 2-4x #6-32x0.75in BUTTON HEAD

INSTRUCTIONS

e Secure the (1-2) case fans to the spine with (2-4) button head screws. NOTE: Compatible with 60x25mm fans only.

THOR ZONE g TETRA S




STANDS hasen

TOOLS o Torxkey (size: T10) '3‘ 4-8x M3x4 LARGE HEAD SCREWS
Q 4-8x METALWASHERS
@ 1x FOAM TAPE (Optional)

INSTRUCTIONS
e Secure (2-4) stands to the Shell using (4-8) M3x4 large head screws and TIP: For vertical mode, use 2 stands, 4 screws and 4 washers. For
(4-8) metal washers. horizontal mode, use 4 stands, 8 screws and 8 washers.
TIP: For improved grip and stability, cut and adhere the foam tape to
the stands where they make contact with your desk.
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